PAPERMILL

MATERIAL SAFETY DATA SHEET

Identification of the Article. Identification of the Company.

Trade Name:

Manufacturer/Supplier:

Composition/Information on Ingredients

Fire Fighting Measures

Handling and Storage

Physical and Chemical Properties

Stability and Reactivity

Other Information

Lukavice, 1.1.2021

Albino Classic/N, LukaWhite Flex, LukaWhite Classic,
LukaWhite Star, Superior

Balsac papermill s.r.o
Lukavice 21

789 01 Zéabreh

Czech Republic

Hardwood and Softwood Bleached Cellulose

Neutral sizing

The article is not classified as dangerous and does not
need a hazard labelling in accordance with 98/24 EC
Directive.

Avoid the exposition and the direct contact with
sparks, open flame and heat source at high
temperature. In the event of fire, please use the usual
fire fighting equipment.

Defend from direct solar light. It’s forbidden to use free
flame and direct heat source.
Store away from heat and open flames.

Paper 18 - 80 gr/sqm
Color: White
Humidity: 3,5-7 %

It does not suffer alteration for period of at least 2
years, if stored in the original packing on the normal
condition of storage.

The information provided on this Material Safety Data
Sheet is correct to the best of our knowledge,
information and belief at the data of its publication.
The information given is designed only as guidance for
safe handling, use processing, storage, transportation
and release and is not to be considered a warranty or
quality specifications. '
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